
MW 275D

MW 275DI

MW 275SI

FILLED PVC

BOLLARD

EXISTING

GRADE

NATIVE

SOIL

3'

1'±

(6) CONCRETE

TYPE I/II

PORTLAND

CEMENT

4" SCH. 80

PVC PIPE

FLUSH 

THREADED

JOINT

0.010" SCREEN

4" PVC CAP

IN-SITU

DATA LOGGER

86.25'

(SN 103993)

-59.97' NAVD 88

-58.63' NGVD 1929

ELEVATION =

TOP OF SCREEN

-69.97' NAVD 88

-68.63' NGVD 1929

ELEVATION =

SCREEN

BOTTOM OF

2'

DEPTH ELEVATION=

99.85' BLS

-70.47' NAVD 88

-69.13' NGVD 1929

WELL COMPLETION

MW 275S

NOT TO SCALE

29.15' NAVD 88

30.49' NGVD 1929

ELEVATION =

LAND SURFACE

EXISTING

GRADE

3'

1'±

6"

10'±

IN-SITU

DATA CABLE

DATA LOGGER

20' IN-SITU

16.24'

(SN 101431)

9.91' NAVD 88

11.25' NGVD 1929

ELEVATION =

TOP OF SCREEN

-0.09' NAVD 88

1.25' NGVD 1929

ELEVATION =

SCREEN

BOTTOM OF

2'

DEPTH ELEVATION=

29.74' BLS

-0.59' NAVD 88

0.75' NGVD 1929

WELL COMPLETION

TYPE I/II

PORTLAND

CEMENT

4" SCH. 80

PVC PIPE

FLUSH 

THREADED

JOINT

0.010" SCREEN

SAND PACK

TYPICALLY 20/40

4" PVC CAP

IN-SITU

DATA LOGGER

35.79'

(SN 199097)

-10.14' NAVD 88

-8.80' NGVD 1929

ELEVATION =

TOP OF SCREEN

-20.14' NAVD 88

-18.80' NGVD 1929

ELEVATION =

SCREEN

BOTTOM OF

DEPTH ELEVATION=

49.79' BLS

-20.64' NAVD 88

-19.30' NGVD 1929

WELL COMPLETION

TYPE I/II

PORTLAND

CEMENT

4" SCH. 80

PVC PIPE

FLUSH 

THREADED

JOINT

0.010" SCREEN

SAND PACK

TYPICALLY

IN-SITU

DATA LOGGER

56.65'

(SN 199542)

-29.77' NAVD 88

-28.43' NGVD 1929

ELEVATION =

TOP OF SCREEN

-39.77' NAVD 88

-38.43' NGVD 1929

ELEVATION =

SCREEN

BOTTOM OF

DEPTH ELEVATION=

69.65' BLS

-40.27' NAVD 88

-38.93' NGVD 1929

WELL COMPLETION

TYPE I/II

PORTLAND

CEMENT

4" SCH. 80

PVC PIPE

29.38' NAVD 88

30.72' NGVD 1929

PAD ELEVATION =

10'±

10'±

10'±

29.38' NAVD 88

30.72' NGVD 1929

ELEVATION =

LAND SURFACE

14.40' NAVD 88

15.74' NGVD 1929

WATER LEVEL=

14.26' NAVD 88

15.60' NGVD 1929

WATER LEVEL=

13.97' NAVD 88

15.31' NGVD 1929

WATER LEVEL=

13.11' NAVD 88

14.45' NGVD 1929

WATER LEVEL=

29.38' NAVD 88

30.72' NGVD 1929

PAD ELEVATION =

29.65' NAVD 88

30.99' NGVD 1929

PAD ELEVATION =

29.65' NAVD 88

30.99' NGVD 1929

PAD ELEVATION =

NATIVE

SOIL

DATA CABLE

40' IN-SITU DATA CABLE

80' IN-SITU

DATA CABLE

80' IN-SITU

6"

4" PVC CAP

20/40

0.010" SCREEN

FLUSH 

THREADED

JOINT

4" PVC CAP

2'

SAND PACK

20/40

5'±

6"

SAND PACK

20/40

(25-FEB-15)

(25-FEB-15)

(25-FEB-15)

(25-FEB-15)

AND BATTERY

PACK

BENTONITE

1/2"

1'

KEYED LOCK

PVC CAP

4" PVC

WELL CASING

DESICANT

CARTRIDGE

DRAIN HOLES

SLOTTED

(4) 0.25"

CONCRETE

3.12'

KEYED LOCK

PVC CAP

4" PVC

WELL CASING

DESICANT

CARTRIDGE

DRAIN HOLES

SLOTTED

(4) 0.25"

1'

2'

AND BATTERY

PACK

32.50' NAVD 88

33.84' NGVD 1929

ELEVATION =

TOP OF PVC CASING

32.50' NAVD 88

33.84' NGVD 1929

ELEVATION =

TOP OF PVC CASING

KEYED LOCK

PVC CAP

4" PVC

WELL CASING

DESICANT

CARTRIDGE

DRAIN HOLES

SLOTTED

(4) 0.25"

32.27' NAVD 88

33.61' NGVD 1929

ELEVATION =

BENTONITE

1/2"

1'

2'

AND BATTERY

PACK

TOP OF PVC CASING

KEYED LOCK

PVC CAP

4" PVC

WELL CASING

DESICANT

CARTRIDGE

DRAIN HOLES

SLOTTED

(4) 0.25"

3.12'

32.27' NAVD 88

33.61' NGVD 1929

ELEVATION =

TOP OF PVC CASING

1'

2'

AND BATTERY

PACK

1.33'±

0.75"

CONDUIT

CROSS SECTION

1'

1'

6"

3"

CONCRETE

CONCRETE

CONCRETE

1'±

3.08' 3.58'

4.00'

1'±

WELLHEAD DETAIL

CONDUIT

0.75"

4"

13"

RISER CASING OUTSIDE DIAMETER

PVC 

3.0'±

KEYED

LOCK

Sch. 80 PVC Riser

2.5'±

12' PVC RISER

PROTECTIVE CASING

12' PVC RISER

PROTECTIVE CASING

12' PVC RISER

PROTECTIVE CASING

12' PVC RISER

PROTECTIVE CASING

DBHYDRO ID: C44B5A1R, C44B5A2R, C44B5A3R, C44B5A4R

Old Well ID: MW-275S, MW-275SI, MW-275DI, MW-275D

Well Construction Detail


